
Mr. James J. Massarelli, P.E. 
Director of Engineering 
Village of Arlington Heights 
33 S. Arlington Heights Rd. 
Arlington Heights, IL  60005

Proposed Brick Paver or Decorative Concrete/Asphalt Driveway Approach 

A.H.F. #2013-12 

Dear Mr. Massarelli: 

I understand that Village Code does not allow for the construction of a driveway in the public 
right-of-way surfaced with any other material than concrete or asphalt.  I agree that the driveway to 
be constructed in the public right-of-way at the above address out of brick paver/decorative 
concrete/embossed or colored asphalt will be my responsibility to maintain, repair, and replace if 
necessary, due to any damage by the Village or other public agencies, or due to normal wear and 
tear. 

Sincerely, 

      

cc:  Director of Building & Health Services

Address:

RE:

Homeowner's Signature

Date:  

Homeowner's Printed Name

Date

I further understand that, on streets without curbs, per Section 20-104 of the Municipal Code, all 
non-asphalt driveways must end no less than 2 feet from the edge of existing pavement.  The  
homeowner is responsible for placing a 2 1/2" thick asphalt wedge after passing a pre-pour inspection.
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Mr. James J. Massarelli, P.E. 
Director of Engineering 
Village of Arlington Heights 33 S. Arlington Heights Rd. Arlington Heights, IL  60005
Proposed Brick Paver or Decorative Concrete/Asphalt Driveway Approach 
A.H.F. 
#2013-12 
Dear Mr. Massarelli: 
I understand that Village Code does not allow for the construction of a driveway in the public 
right-of-way surfaced with any other material than concrete or asphalt.  I agree that the driveway to 
be constructed in the public right-of-way at the above address out of brick paver/decorative 
concrete/embossed or colored asphalt will be my responsibility to maintain, repair, and replace if 
necessary, due to any damage by the Village or other public agencies, or due to normal wear and 
tear. 
Sincerely, 
cc:  Director of Building & Health Services
RE:
Homeowner's Signature
Date:  
Homeowner's Printed Name
Date
I further understand that, on streets without curbs, per Section 20-104 of the Municipal Code, all
non-asphalt driveways must end no less than 2 feet from the edge of existing pavement.  The 
homeowner is responsible for placing a 2 1/2" thick asphalt wedge after passing a pre-pour inspection.
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