
PROPERTY OWNER REQUIREMENTS
♦ The lawn sprinkler system installed in the public right-of-way shall be the responsibility of the owner to maintain, repair,  
 and replace if necessary, due to any damage by the Village or other public agencies, or due to normal wear and tear. 
♦ The lawn sprinkler system must be tested yearly by a CCCDI (Cross Control Connection Device Inspector) and the inspection 
 tag must be placed with the RPZ device. 
♦ The yearly test results of the lawn sprinkler system must be faxed to the Village of Arlington Heights at (847) 368-5975.

Job Address:Date:

Contractor's Print Name: Contractor's Signature:

LAWN SPRINKLER ACKNOWLEDGEMENT

The undersigned has read and understands the information provided above and agrees to comply with all applicable Village codes 
and requirements.

Job Address:Date:

Property Owner's Printed Name: Property Owner's Signature:

The undersigned has read and understands the information provided above and agrees to comply with all applicable Village codes 
and requirements.

CONTRACTOR REQUIREMENTS

VILLAGE OF ARLINGTON HEIGHTS 
DEPARTMENT OF BUILDING & HEALTH SERVICES 
33 S. Arlington Heights Rd. 
Arlington Heights, IL 60005 
Phone (847) 368-5560      
Fax (847) 368-5975 
Website:  www.vah.com 
  

TECHNICAL INFORMATION 
♦ Sprinkler heads in parkway must be no farther than 1' away from sidewalk. 
♦ Sprinkler heads must be installed within 1' distance from street property line. 
♦ Sprinkler heads are never to be located less than 1' from curb. 
♦ Reduced pressure zone device (RPZ) shall be required for all sprinkler systems. 
♦ RPZ shall be provided by sprinkler contractor. 
♦ RPZ must be mounted min. of 1' above grade and max. of 5' above grade. 
♦ RPZ must have strainer installed in-line before RPZ. 
♦ RPZ must be installed by licensed plumber. 
♦ RPZ must be tested at time of installation by CCCDI (Cross Control Connection Device Inspectors License) licensed plumber.

INSPECTIONS 
♦ One inspection from the exterior to view the location of the RPZ and to insure the proper location of the sprinkler heads. 
♦ All inspections are to be scheduled through the Department of Building & Health Services at (847) 368-5560. 

BONDS 
♦ A refundable cash bond will be assessed with the permit fees to assure compliance with all inspections. 
♦ Bond shall be the responsibility of the contractor. 
♦ Failure to receive inspection of the exterior of property will result in forfeiture of bond.  
♦ All applicable re-inspection fees will be deducted from the cash bond. 
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